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Closed Coupled Water Closet
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TECHNICAL DRAWING

PRODUCT SPECIFICATIONS

• Dimension

• Material

• Rough in (P-trap)

• Rough in (S-trap)

• Flushing type

• Seat and cover

• a

• Discharge volume

: 650(L) x 385(W) x 750(H)mm 

: Vitreous China

: 185mm

: 76 - 125mm (3''-5'')

: 150 - 250mm (6''-10'')

: Wash down (WhirlWash)

: FT-SC1002US (Urea) - Default 

: FT-SC0121PS (PP)

: Nominal 6.0 Litres/ full flush

: Nominal 3.5 Litres/ reduced flush

PRODUCT FEATURES

• WhirlWash - Powerful flushing with maximum water efficiency

• Closed coupled low capacity dual flushing system water closet

• Dual flush system to allow option for appropriate water usage

• Chrome plated push type button

• Fully glazed trap-way

• Rimless design to prevent dirt accumulation

All dimension are in mm.
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Top view
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[1] Outlet.76-125mm (3''- 5'')

[2] Outlet.150-250mm (6"-10'')

Side view

S-trap Installations

Pan Collar : [1] FT-PCPS-VT112

[2] FT-PCPS-VT103
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Side view

Side view

P-trap installation

Pan Collar : FT-PCP-F102
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